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Produits de chargeur de véhicule électrique (VE)
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Nous présentons de ChSMART

» Systemes de recharge de batterie pour véhicules électriques (BEV, souvent
aussi appelé EV)

* En courant alternatif (AC)

e Pour usage privé et public

e Pour installation fixe

* |nstallation par du personnel qualifié

Systeme de
distribution
d'énergie
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Caractéristiques générales —

Mode de charge (CEI EN IEC 61851-1)[y c

- r
g%
oz

Mode 1

Mode 2

Mode 4

Connexion EV au réseau AC a l'aide de connexions
électriques standard

Charge CA

Sans systéme de controle/protection

Cable spécial avec dispositif électronique
intermédiaire avec fonction de controle pilote et
protections

Charge CA - Controle PWM

Connexion EV a I'alimentation secteur a I'aide d'un
appareil spécifique (avec ou sans cable)

Charge CA

Contrdole PWM

Connexion EV a l'aide d'un chargeur externe fixe
Charge CC
Controle PMW

VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France .
Tél: +33(0)984 1328 05- Fax: +33(0)9 89 13 28 05 " chur
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Caractéristiques générales — Mode de charge (CEI EN IEC 61851-1) £V Ecﬁaﬁﬁﬁéé

Mono / triphasé, 2 contacts pilots,
36A 500Vac, prise IPXXB

Véhicules et station de recharge européenne

Mono / trip phrasé, 2 contacts pilots, ,//_\\
TYPE 3C | 36A 500Vac, prise IPXXB (avec protection) (R ]
Borne de recharge uniquement Véhicules France \QO//
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We are talking about...

EDF
230 vac 60Hz

VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France
Tel: +33(0)9 84 1328 05- Fax: +33(0)9 89 13 28 05
Email: vs2e@yvs2e.com - Site web : www.vs2e.com

) cabur

CONNECTING ENERGY
SINCE 1952



By VS2E
Gestion de I'alimentation ChSMAR

Tableau électrique  rummmn

Protection disjoncteur | M

O

— e —

=l [.-:'.3
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7 e . z 74 — H 1 SMART
Caracteristiques générales — Alimentation [y charger

Type d'alimentation Puissance
Monophasé 3.7KW-16 A
7.4 KW-32A

e L'alimentation est réglable
 Dans le cas triphasé, il est également possible d'utiliser I'alimentation

monophasée

VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France
Tel: +33(0)9 84 1328 05- Fax: +33(0)9 89 13 28 05
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Réference Standards

Standard CEI EN IEC 61851-1:2019
Connecteurs / prises Standard CElI EN 62196
EMC directive (EN 61000-6-1, EN 61000-6-3)
RED directive (ETSI EN 300 328)

VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France
Tel: +33(0)9 84 1328 05- Fax: +33(0)9 89 13 28 05
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- Solutions de recharge
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Distribuer et installer par VS2E
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— Site web : www.vs2e.com
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Station chargeur VE murale
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[ y Ech Yarger,

Product Infermation

5T, kW H E
ol MODE 3 CASE C MODE 3 CASE B MODE T CASEC MOGE 3 CASE 8 MODE 3 CASE B MODE 1 CASE & MODE 3 CASE R
g fwith cable Smi I cablel [with cable 5ml o cakdel Ino cablel |t I:.H:I|Eim| Irea chle]

Conmsector standard Typa 2 | Typa ¥ Type 2 |
Socket - | Type I Type 2 Type 1 - | Type?
D W x H x D] 15504502150 mm 3554502150 mm 3552450150 mm 3552650150 mm 14021262210 mm 155xb50x 150 mm 155u6502 150 mm
Weight 10.98kg 7.0 12,4809 9.4Bkg 2.3Hg 12Kg ] [
Enclosure Malerial PI::AS&IUI.‘?# \'ﬂ-l PC-AEA ILILH Wil PCeRSS I1JLH-WII PCeASA lIJLN 'A!I Pl:mSA [ULS &3] P(ul.SJHLILH. -m| PfrA'i.ﬁ.lLu.ﬂa\'ﬂ-l
Casling system at Witegrated fan It gratad fan Frag air Inbegrated tan Integrated lan
Memint g Wil / Sland Wall / Stand Wall / Srand Wall £ Stand Wall Wall / Stand Wall f Stand
Electrical Data

z A | L00%115% lthree phass| LDV EN5% |thres phass| LO0VE15% [theee phass| L00V215% lthree phase]
Mains Yoltage 230 v216% y E:HJ \_Iﬂs“" s i'.',i[l Wi L‘,i"l. Iﬂngm -phml fracli] 'f:l 6% Iﬂr_\rgl._n uruul 2l 'flﬂﬁ”' - sm ]'ICI el 5!& 1;"»,: pm::ul _| 2;ID I-:'I!‘!Hﬂnyﬁ mml
Mains Freguency 50/60Hz seil-adjuslsble 50/B0Hz sel|-sdjustable 50/EDHz seli-sdjustable SO/EHz sell-adjustable 50/80Hx sell-sdjustable “S0f80Hz eli-adjustabie | S0/4GHz sell-sdgustable

TRITTATIZPMAPE or IR PE] TRITTATIARHAPE or 3P4 PE] TRITTAT [IT anly supperts vottagh TNSTT/ITIIRSNGPE or IPAFE] | TRITT/ITLIBSNAEE or 3P4FPE|

MEIIOrE Lakguton T TR EX M PEARARRREL TRITHITIR PR r 2R PE) THITTATIIPANsFE o 2P4PE] | TRITTATIIPSNoPE or 2P4PE] between L and L 4 240VAC] TM/TT/ITHIP+N+PE or 2P4+PE) TR TT/TTIPNBE o 2P+RE)

=R L >97%
TVPE B ACED (bmal TPE B ACED [hma| | TieEsACCOfbmal | THPE B RCCD [4mal TVPE B RCCD lémal TYPE B ACED (6mal i TYPE B AEED famal |
RFID Card RFID Card eI Caerdd HFIU c-ifd
OCE® Cantrol OCEP Contrel OCPP Control OCPP Contral APP Cantrol APE Contral | APP Control
APP Corral APF Canfral APP Cantrol APP Condrol | 1
LED Light belt [red. blus, grean] LED Light balt [red, blus, areen| LED Light it fred, blus, green| LED Ln-phlbul.!lnr-d blua, greenl
hedicator Digital display Digital display Digitad display Degital di=play LED Light beli {red, blue, greesn LED Light belt fred, blue_green] | LED Light beli [red, blue, greenl
LED indicators | LED indicators. LED indsators LE_D indsz ators {
Power Illmn'_lg_ Powar mnter MID certificats Pmr_gr mator MID El‘l.ll'l‘lhl::“.l "_F'Hnr mter H_ID :.ﬂ_rmll::t? ) ; Pmnrmlﬂﬂln cartdicate Mana 1 Meana _. Mana
Wilil Cliort LfWhli LAP] baotspot Wik CLaant fWiti | AP Holspot WIKIC Lienk [ /Wit |AP] Motspat WIRIC Eent Wit [AP] Hotspot |
Connectivily RSEES [exl mater Load balancing| RELAS Lext meter Load balancing] FS&4E5 [ext meter load balsncing) RSLHES |exl meler lobd balaningl Wili [AP| Hotspot Wili L Pl Hatspat | Wili [AP] Hotspot
CAN|Load balancing CaNlLoad batancing CANILoad batarcing CaNiLoad Eafarcing
[ ication Pratocol OCEF1 5] [ CRFLAL C0cPRiAl OCPPTLAS Mang mane | Nang
Backgreund Funcikans WL syslem upgrade. E| WEF| system upgrade WIF| systerm upgrade WIF] systern upgrade WIF] systern upgrade ] WIF1 system upgrade 1 WIF1 system uparade
Reports Charge reporis. Charge reporis Charge reports Charge reports. Charge reports Charge reports | Charge reports
Farulf reports Fault reparts Fanill repocts Faull reperts Faull reperts. Faull reports Faull reports
Protection Funclion . lioh: Owervaltage profection: Undervoltage protection: Relay aver temperatur clion; Socke! eqjdiug over temperature protection. CF Fsuli protection. Relay sdhesion |
1P Degree IP5a [ 1PS& 1P5& : [ I Pl | P54
Ambiont Temperatura -ZEC e <5070 -I5M0 e s5070 -5 i 5070 -15°C i =50 [ -35°C to +50°C | -25°C o +50°C =26°C to +50°C

GAMME

PLUS

COMPACT
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EVCOMP (Compact range)

[y SMART
charger

Product Information

Compact
P art Number EYCOMPTE
Power G.5-T.AKW
Charging Mode MDE\E?&'&?E b
Connector standard
Socket Type 2
Dimensions [(W=x Hz D) ABDAZE 210 mm
Weight 2.5kg
Enclosure Material PC+AEA [ULS4-v10]
Cooling system Free air

Mains ¥oltage

Mounting wiall

2350 We15X

Mains Frequency

SO/EOHR zelf-adjuztable

Network Configuration

THTTHT [IT only supports voltage between L and L 4 2400 AC)

EFficiency

= 33%

Earth Leakage Protection

DC Lk [Bma)

Start Charging

APF Contral

Indicator

LED Light belt [red, blue, green)

Power Metering

Mane:

Connectivity

“w'ifi [AP)] Hotzpot

Communication Protocol

Mans:

Background Functions

WIF| system upgrade

Reports

Charge reports
Fault reports

Protection Function

Qvercurrent prokection; Overvoltage protection; Undervaltage
protection; Relay over temperature protection; Sacket or plug over
temperature protection; CF fault protection; Relay adhesion
protection

IP Degree

P54

Ambient Temperature

=250 b #5002

Tarif a partir 896€uht
Frais d’installation sur devis

COMPACT

VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France
Tél: +33(0)9 84132805 - Fax :+33(0)9 89 13 28 05 .
Email: vs2e@vs2e.com - Site web : www.vs2e.com .’ Cabur
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EVEASY (Easy range) cﬁgﬁgér

Eazy 22 Kw no cable EASY
o T Tarif a partir 1132€uht
MODE 3 CAZEG . . o
Frais d’installation

Charging Mode

[no cable]
Connector standard
Socket Type 2 H
Dimensions [W=x Hz D) F55EE0 150 mm sur deVIS
Weight Akg
Enclosure Material PC+AEA [ULI4-VD)
Cooling system Inkegrated Fan

Mounting “wiall ¢ Etand
decrca oo I
% 4004 215% [three phasze]
Mains
¥oltage 230 V1E% [single phaze]
Mains Frequency SOME0Hz self-adjustable

THTTIT[3P+M+PE or 3P+PE]
THTTHT(IP+N+PE or 2P+PE]

Network Configuration

EFficiency > 58% |
Earth Leakage Protection DC Leak [Gma) \‘
Start Charging APP Contral

Indicator LED Light belt [red, blue, green]

Power Metering Mone

Connectivity “Wifi [AF] Hotspot

Communication Protocol Mens:

Background Functions "WIF system upgrade

Reports Charge reports

Fault reports

protection; Undervaltage pratection;
Protection Function ket of plug over kemperature protection; . .
ity adhesion protection VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France

Tél: +33(0)984132805-Fax:+33(0)9891328 .
IP Degree [ ] Email: vs2e@vs2e.com - Site web : www.vs2e.cem Cabur

Ambient Temperature [ -25C ko +50°C
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EVPLUS (Plus range)

Product Information

Part Number

Power

Charging Mode

Connector standard

Socket

Dimensions [W z H z 0O)

W eight

Enclosure Material

Cooling system

Mounting

Mains Yoltage

Mains Frequency

Network Configuration

EFficiency

Earth Leakage Protection

Start Charging

Indicator

Power Metering

Connectivity

Communication Protocol

Background Functions

Reports

[T pe——

Pluz T Kw no cable

E¥PLUITE

3.5-T.4k'w

MODE 3 CASEE
[ne cable]

Type 2

F35x650x150 mm

3.06kg

PC+AZA [UL34-Y0)

Integrated Fan

whall # Frand

230 YWal5%

SOVEBOHa self-adjustable

THTTHT[1P+M+PE or 2P+PE]

=33k

DC Leak [(Bma)

RFID Card
OCPR Control
APP Contral

LED Light belt [red, blue, green)
Digital dizplay
LED indicaters

Power meker BID certificate

A Chent)fuifi [AF) Hotspot
RE44G5 [ext meter load balancing])
CAM[Lead bBalancing

OCPP1LES

WIFl zyztem upgrade

Charge reports
Fault reports

Pluz 22 Kw no cable

E¥PLUS22E

3.5-22kW

MODE 3 CASEE
[ne cable]

Type 2

F35x650:150 mm

3 AGkg

PC+AEA [UL34-V0)

Integrated fan

‘whall  Etand

400%£15% [three phase)
230 YW215% [zingle phaze]

S0ME0Hz self-adjustable

TNTTIT(3P+MN+PE or 3P+PE)
THNTTHT[1P+N+PE or 2P+PE]

= 39%

DC Leak [(Bma)

RFID Card
OCPP Contral
AFRP Contral

LED Light belt [red, blue, green)
Digital display
LED indicatars

Power meker MID certificate

R Chent)Pifi (AR Hotspot
485 [ext meter load balancing)
CAM[Lzad balancing

OCPPLES

WIFl zyztem upgrade

Charge reports
Fault reports

Protection Function

Overcurrent protection; Overvoltage protection; Undervoltage protection; Relay aver temperature protection; Socket or plug over temperature pratection; CP

Fault protection; Relay adhesion protection

IP Degree

P54

P54

IP54

Ambient Temperature

=250 ko #50°C

-250C ko #50°C

=251 ko +50°C

-250C b #5002

PLUS

Tarif a partir
Modeéle EVPLUSS22S 1132€uht
Modeéle EVPLUSS22S > 1415u€ht

Frais d’installation sur devis

VS2E SAS
Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes
France
Tél: +33(0)9 84 1328 05 - Fax : +33 (0)9 89 13 28 05
Email: vs2e@vs2e.com - Site web : www.vs2e.com
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VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France
By VSZE Tél: +33(0)9 84 132805 - Fax: +33(0)9 89 1328 05
Email: vs2e@vs2e.com - Site web : www.vs2e.com

Accessories

Cable chargeur EV triphasé, longueur 5M, type2
Référence : EVCPH3TY2M5
Tarif : 349€uht

Support

Borne de recharge
Référence : EVSTD
Tarif : 340,85€uht

Carte RFID
Référence : EVRFIDCarte
Tarif : 9,5€uht

«3» cabur < cabur

NPUADRINR PARD . ' N
- {
i N

No. 0000 0001 6216 CHARGING CARD

CONNECTING ENERGY
SINCE 1952

@) , «)» cabur




Cee : T
Certification produits charger,

4
-

DEKRA e TUV Rheinland A
certified the conformity to the

g ( ’ 70V Rheinland " : comarm"y s
I ts Gm! A
LGA Produc % :
t h f I I 1 E TillystraBe 2,90431 NOrnberg R 307 N 5
win uropean —_— e
i 1
80389452 50,
T on 50514049 0001
| | Ao S
Irectives: e i
. onerl 17081, 415908 Grang,

5 CABURS. nde.
Manufacturer: Lo%_m., Aho:: Gre Italy e (SV)

LVD (Low voltage Directive), i
EMC (Electro Magnetic
Compatibility),
RED (Radio Emitting Devices )

VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France oate: 20210812 e
Tél: +33(0)9 84 1328 05 - Fax : +33 (0)9 89 13 28 05
Email: vs2e@vs2e.com - Site web : www.vs2e.com
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Conformité aux directives et réglementations environnementales Charger

In compliance with

(CE) n.1907/2006
(REACH) regulation

RoHS

Compliant

2002/95/EC - 2011/65/EU - 2015/863/EU
(RoHS) directive

VS2E SAS - Villa Parc, immeuble le chéne — 12 allée Lech Walésa - 77185 Lognes — France
Tél: +33(0)9 84 132805 - Fax: +33 (0)9 89 1328 05
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